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NOTES

PROJECT DEPTHS AND SOUNDINGS ARE IN FEET
AND ARE REFERRED TO LOW WATER DATUM,
ELEVATION 569.2 FEET ABOVE MEAN L|
WATER AT RIMOUSKI, QUEBEC (IGLD 1985),
CINTERNATIONAL GREAT LAKES DATUM 1985) o
HORIZONTAL CONTROL 1S REFERRED TQ NORTH S
AMERTCAN DATUM 19B3 (NADB3), OHIO NORTH S
ZONE.

PROJECT DEPTH IS 8.0 FEET.

THE INFORMATION DEPICTED ON THIS MAP
REPRESENTS THE RESULTS OF SURVEYS MADE ON
D, CATED AND

CONSIDERED AS_INDICATING THE GENERAL
CONDITION EXISTING AT THAT TIME.

70 VIEW A COLOR VERSION OF THIS MAP, POINT
YOUR WEB BROWSER 70 htipe//www.Irb.usace.
army.mil/ waterways/survey/ survey.hm

s THIS DRAWING WAS PREPARED USING A CADD SYSTEM.
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* THE FILES USED IN THE PREPARATION OF THIS
T DRAWING ARE ON_DISK:HARBOR 2002
FILES: WST2P02 . DGN
WSTO2P , DGN

SCALING MAY BE DISTORTED. <,
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U.S. ARMY ENCINEER DISTRICT, BUFFALO
CORPS OF ENG INEERS
BUFFALD, NEW YORK _14201-3133
I
CHECKED

WEST HARBOR, OHIO

SOUNDINGS TAKEN BY: C. STRONG AND PARTY

SOUNDINGS TAKEN ON SEPTEMBER 20, 21, 2002
AND NOVEMBER 21, 2002.

RAW DATA ON DISK:"HARBOR 2002"

SOUNDING COLOR LEGEND

PROJECT CONDITION SOUNDINGS 2002
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Philip  A Newman
This sheet is sheet 2 of 3 2002 Project Condition soundings of West Harbor and shows the middle of the project.  From 102+00 to 133+00 as well as the west branch stations 201+00 to 226+50 .  The project depth is 8.0'.


